
14.4V CORDLESS IMPACT DRIVER

CORDLESS REDEFINED.

MORE POWERMORE POWER

Makita built, 4-pole maximum torque

motor delivers more efficient power

in a compact size

LESS WEIGHTLESS WEIGHT

40% less weight and more

compact design

BETTER FITBETTER FIT

Ergonomic shape fits like a glove

with even pressure and easy control

MORE WORKMORE WORK

LXT battery and optimum charging

system produces 280% more work

with 2x more cycles

MORE POWER. LESS WEIGHT. BETTER ENGINEERING.™

Makita Built 4-Pole Motor Design with Dual Steel Ball Bearings Provides1240 in. lbs.
of Maximum Torque

Compact Design; 50% More Compact at Only 5-3/4" Long and Weighs Only 3.1 lbs.

LXT Lithium-Ion Battery Produces 280% Total Lifetime Work with 40% Longer Run
Time and 2x More Cycles

Ideal for HVAC, Installers, Plumbers, Woodworkers, Garage Doors, Automotive
and Many More Applications
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MAKITA
LXT Lithium-Ion

Battery
Leading

Professional
Cordless Battery

2X MORE CYCLES
LXT LITHIUM-ION 3.0Ah BATTERY

PROFESSIONAL Ni-Cad
2.0Ah BATTERY

LIFETIME WORK
LXT LITHIUM-ION 3.0Ah BATTERY

PROFESSIONAL Ni-Cad
2.0Ah BATTERY

Charges to

Maximize Cycle Life

+Work Volume

               



Capacities:

Bit Shank 1/4" Hex

No Load Speed (RPM) 0 - 2,400

Blows per Minute (BPM) 0 - 3,200

Max Torque (in. lbs.) 1,240

Lithium-Ion Battery 14.4V DC (3.0Ah)

Overall Length 5-3/4''

Net Weight (w/Battery) 3.1 lbs.

Shipping Weight 11.0 lbs.

Master Carton Qty. 3

UPC Code 088381-06657-0

n  2 ea. LXT Lithium-Ion 3.0Ah Batteries BL1430

n  45-min. Optimum Charger DC18SC

n  Tool Case

n LXT Lithium-ion battery produces 280% total lifetime work with 40% longer run time
and 2x more cycles

n 4-pole motor with dual steel ball bearings produces 1,240 in.lbs. of maximum torque
with 3,200 IPM and 2,400 RPM

n 3x more power, 1,000 RPM faster & 50% more compact (5-3/4")

n Built-in L.E.D. light for more illuminated accurate work

n Lightweight design (only 3.1 lbs.) for both horizontal and vertical applications

n L.E.D. power light indicates switch failure or cord breakage; L.E.D. service light indicates 
carbon brushes need to be replaced

n Externally accessible brushes for easy replacement and longer motor life

All specifications subject to change without prior notice. All models and accessories subject to stock on hand.
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Model BTD130FW
14.4V CORDLESS IMPACT DRIVER

Makita offers a wide variety of accessories for our Cordless Impact Drivers. For a complete listing, please 

refer to the Makita General Catalog, or visit our website at makitatools.com, or call 1-800-4MAKITA.

n 14.4V (3.0Ah) Li-Ion Battery BL1430 (194066-1)

n 45-min Optimum Charger (DC18SC)

n Keyless Drill Chuck 
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